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5 Different Operation Modes 
Including Repeating Mode 1 

■ Auto IP Address Assignment 
(Built-in DHCP server) 

• Fully 802.11b Compatible 

• Up to 22Mbps 
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Wireless Fidelity. 
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D-Link, the industry pioneer in wireless networking, 
introduces another performance breakthrough in 
wireless connectivity — the D-LinkAirPlus™ series 
of high-speed networking products capable of data 
transfer rates up to22Mbps. 

The D-LinkA/VPlus DWL-900AP+ 
is an enhanced 802. 1 lb Wireless 
Access Point featuring advanced 
silicon chip design from Texas 
Instruments, utilizing their patented 
Digital Signal Processing™ technology. 

The DWL-900AP+ can be configured to perform in 
any one of five modes — as a wireless access point, 
as a point-to-point bridge with another access point, 
as a point-to-multi-point wireless bridge, as a 
wireless client, or as a wireless repeater. It also 
includes an embedded DHCP server that once 
enabled will automatically assign IP addresses to 
wireless clients. This unique feature along with the 



TEXAS INSTRUMENTS 
TECHNOLOGY 



repeater capability makes the DWL-900AP+ an 
ideal solution for quickly creating and extending 
a wireless local area network in offices or other 
workplaces or even at trade shows or other 
special events. 

The DWL-900AP+ also features 256- 
bit WEP encryption for a higher level 
of security for your data and wireless 
communications. 



The DWL-900AP+ is fully compatible 
with the IEEE 802.1 lb standard making 
it interoperable with all existing 802. 1 lb compliant 
devices. But unlike standard 802. 1 lb access 
points, its transfer rate can be up to 20% faster. 
When the wireless network is comprised of other 
D-LinkA/rPlus products such as the DWL-520+ 
Wireless PCI Adapter, DWL-650+ Wireless 
Cardbus Adapter, and the DI-6I4+ Wireless 
Router, transfer rates can be as as high as 22Mbps! 
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Five Operation Modes 



SPECIFICATIONS 



Standards 

• IEEE 802.11 

• IEEE 802.11b 

• IEEE 802.3 

• IEEE 802.3u 

Port 

10/100 Mbps Fast Ethernet 

Data Rates 

With Automatic Fallback 
•22Mbps - 11Mbps 

• 5.5Mbps • 2Mbps 

• 1Mbps 

Encryption 

64- J 28-, 256-bit RC4 

Media Access Control 

CSMA/CA with ACK 

Frequency Range 

2.4GHz to 2.462GHz 

Operating Range 

Indoors: Up to 328 feet 
(100 meters) 
Outdoors: Up to 1,312 feet 
(400 meters) 

Modulation Technology 

• PBCC - Packet Binary 
Convolutional Coding 

• Direct Sequence Spread 
Spectrum (DSSS) 

• 1 1 -chip Barker sequence 

Modulation Techniques 

• Barker (IMbps/Odb) 

• Barker (2Mbps/3db) 
•CCK(5.5 Mbps/5.5db) 

• PBCC (5.5Mbps/1.5db) 
•CCK(IlMbps/8.5db) 

• PBCC(llMbps/4.5db) 
•PBCC(22Mbps/8.5db) 



Power Input 

External Power Supply 
DC 5V, 2.4A 

LEDs 

• Power (Green) 

• Link (Green) 

• TX/RX (Green) 

Transmitter Output Power 

15dBm±2dB 

External Antenna Type 

2.5dB gain with reverse SMA 
connector 

Over-Driving Levels 

Tolerates up to + 1 7dBm at the Antenna 

Device Management 

Web-Based — Internet Explorer v5 
or later; Netscape Navigator v4 or later; 
or other Java-enabled browsers. 

Operating Temperature 

32°F to 131°F(0°Cto55°C) 

Humidity 

95% maximum (non-condensing) 

Safety & Emissions 

•FCC 

• UL 

Dimensions 

• L = 5.6 (142mm) 
•W = 4.3 (109mm) 

• H = 1.2(3Imm) 

Weight 

0.44 lbs(200g) 

Warranty 

3 Year 



Operation Mode 
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Function 


Access PoW(AP) 


Create a WWiess LAN 


AP - to - AP Bodging 


WireteWy Conned 2 Networks 


Porn • lo • Mullpoinl Bndging 


Wireiessly Conned Mult) Networks 


Wireless Cliem 


Wrtlessly Conned Etnemot Devtces 


Repealing Mods 


EJOBnd Range of Wtretan Network 
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IX 

Performance 



Up 10 2X 



DI-614+ 



DWL-900AP+ 




Repeating Mode 




DWL-900AP+ 

(nhanc«d 2-»Ob WIWM 




Wireless Repealer 
function will work when 
used with another 
D-Link A/rPlus 
DWL-900AP+, D1-614+. 
DI-714P+, or/l/rPro 
DI-764, DI-754(with 
installed DWL-650+) 



Computer 1 Computer 2 

OkMop PC or Uftep DeihUp PC nr iJpttp 
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